2022 CADILLAC ESCALADE SPECIFICATIONS
EST. FUEL CONSUMPTION (L/100 KM)!

ESCALADE ESCALADE ESV
B6.2L 17.0 (city) 17.0 (city)
12.7 (hwy) 127 (hwy)
30L 117 (city) 117 (city)
9.0 (hwy) 9.0 (hwy)

"Fuel consumption estimates based on GM testing in accordance with Government of Canada approved test methods.
Refer to vehicles.nrcan.gc.ca for details. Your actual fuel consumption will vary

FUEL CAPACITY (APPROX.)
ESCALADE ESCALADE ESV
91 Litres | 1071 Litres
ENGINES
6.2L V-8 VVT DI with Dynamic Fuel Management
Bore & Stroke (in / mm): 406x3.62/103.25x%x92
Block & Cylinder Head Cast aluminum
Material:
Valvetrain: Overhead valve, two valves per cylinder, variable valve timing
Fuel Delivery: Direct high-pressure fuel injection with Dynamic Fuel
Management
Horsepower (hp / kW @ rpm): | 420/ 313 @ 5600
Torque (Ib-ft / Nm @ rpm): 460/ 623 @ 4100

Duramax 3.0L DOHC I-6 Turbo-Diesel

Bore & Stroke (in / mm): 330x354/84x90

Block & Cylinder Head Cast aluminum

Material:

Valvetrain: Dual-overhead camshafts, four valves per cylinder

Fuel Delivery: High-pressure, common-rail direct injection (36,250 psi / 2500
bar); electronic throttle valve

Horsepower (hp / kW @ rpm): | 277 / 207 @ 3750

Torgue (Ib-ft / Nm @ rpm): 460 /623 @ 1500

TRANSMISSION & AXLE

Type: Hydra-Matic 10-speed automatic

Final Drive Ratio:

3.23 (6.2L and 3.0L turbo-diesel)

CHASSIS & SUSPENSION

Front Suspension:

Independent coil-over-shocks and stabilizer bar; available Air
Ride Adaptive Suspension and Magnetic Ride Control

Rear Suspension:

Independent multilink with coil-over shocks and stabilizer bar;
available Air Ride Adaptive Suspension and Magnetic Ride
Control

Steering Type:

Electric power-assisted rack-and-pinion




Brake Type: Four-wheel disc with ABS; vented front and rear Duralife™ rotors
Wheel Size: 22-in aluminum
Tire Size: P275/50R22SL all-season
EXTERIOR DIMENSIONS
ESCALADE ESCALADE ESV
Wheelbase (in / mm): 120.9 /3071 134.1/ 3406
Overall Length (in / mm): 2119/5382 227 | 5766
Overall Width (in / mm): 811/2059 81.1/2060
Qverall Height (in / mm): 76.7 [ 1948 764 /1941
Track (in/ mm): 68.4 /1737 (front) 68.4 /1737 (front)

68.1/1730 (rear)

68.1 /1730 (rear)

INTERIOR DIMENSIONS
ESCALADE ESCALADE ESV
Headroom (in / mm); 423 [ 1074 (first row) 423 /1074 (first row)
38.9 /988 (second row) 38.9/988 (second row)
38.2 /970 (third row) 38.2 /970 (third row)
Legroom (in / mm): 445 [ 1130 (first row) 445 /1130 (first row)
417 /1059 (second row) 417 /1059 (second row)
34.9 / 886 (third row) 36.6 /930 (third row)
Shoulder Room (in / mm): 65.5 /1664 (first row) 65.5 /1664 (first row)
64.6 / 1641 (second row) 64.6 / 1641 (second row)
62.7 / 1593 (third row) 62.8 / 1595(third row)
Hip Room (in / mm): 61.7 / 1567 (first row) 61.7 / 1567 (first row)
61.2 / 1554 (second row) 61.2 /1554 (second row)
484 ] 1255 (third row) 494 /1255 (third row)
EPA Passenger Volume 168.4 /4733 1704 / 4802
(cuft/L):
CAPACITIES AND TRAILERING
ESCALADE ESCALADE ESV
Curb Weight (Ib. / kg): 5823 /2641 (6.2L 4WD) 5993 /2718 (6.2L 4WD)
6015 /2728 (3.0L 4WD) 6182 / 2804 (3.0L 4WD)
Max Payload (Ib. / kg)*: 1647 | 747 (6.2L 4WD) 1548 / 702 (6.2L 4WD)
1532/ 6395 (3.0L 4WD) 1329/ 603 (3.0L 4WD)
Cargo Volume (cu. ft. / L)?: 121/ 3426 (behind first row) 142.8 | 4044 (behind first row)
729 / 2064 (behind second 94.1 / 2665 (behind second
row) row)

255 /722 (behind third row)

41.5 /1175 (behind third row)

Trailering (Ib. / kg)*

NB: in Italia la massima
capacita di traino consentita
e 3500 kg

7500 / 3402 - 6.2L 4WD std.
8000 / 3629 - 6.2L 4WD max
7800 /3538 - 3.0L4WD

7300/ 3311 - 6.2L 4WD std.
7800 / 3538 — 6.2L 4WD max
7700 [ 3492 — 3482 4WD

ICargo and load capacity limited by weight and distribution.
°For comparison purposes only. See the owner's manual and the label on the vehicle door jamb for the carrying

capacity of a specific vehicle.

3Before you buy a vehicle or used it for trailering, carefully review the trailering section of the Owner’'s Manual.
The weight of the passengers, cargo and options my reduced the amount you can tow.




